
IP VPN Encryption HC-7845
Gigabit Version

Broadband WAN connections offer no guarantee that the data and in-

formation transmitted in the network remain confi dential. That’s why 

you should protect yourself against all types of information risk, with 

the easy-to-implement IP VPN Encryption HC-7845 Gigabit Version from 

Crypto AG. It enables you to set up your personal, totally secure IP Vir-

tual Private Network, giving you powerful, secure connections between 

branch offi ces and/or organisation headquarters – in star and/or mesh 

confi gurations as well – even if you use nationally or internationally 

accessible public WAN connections.

confi gurations between headquarters and 
hundreds of offi ces and mobile clients. The 
data are automatically encrypted in the 
background, the user is not aware of the 
process. The cryptographic Security Archi-
tecture offered by Crypto AG protects your 
information at the highest level: Encryption 
takes place in a separate, tamper-proof 
hardware encryption module – this makes 
it impossible to attack information from the 
network. Because you exclusively use sym-
metric, totally secret algorithms which you 
can profi le yourself, cryptographic attacks 
are precluded, too. The multi-key design 
supports the standard star, mesh or mixed 
network technologies. 
With the optional Security Management 
Centre SMC-1100, you can comfortably 
and centrally manage the online or offl ine 
key distribution as well as other security 
management tasks – at the same level of 
security as the communication itself. The 
HC-7845 Gigabit is fully compatible with 
the other IP VPN units from Crypto AG.

Key features

 Powerful IP VPN Encryption unit (1 
Gbit/s) designed for high volume data 
transport and for greatest availability

 HC-7845 can be integrated directly 
into your IT infrastructure and transforms 
your network into a secure Virtual Private 
Network, regardless of which LAN/WAN 
you use

 All applications based on the IP protocol, 
such as IP telephony, data or video, are 
protected

 The highly secure, hardware-based en-
cryption takes place with symmetric, se-
cret algorithms profi led by your security 
manager

 The Security Architecture enables the ex-
tremely simple creation of crypto groups in 
star, mesh or mixed network topologies

 The comfortable PC-based management 
of the network and security functions guar-
antees the highest degree of availability 
and effi ciency during operation

 HC-7845 is compatible with all other IP 
VPN units by Crypto AG

If you work with a broadband LAN con-
nection, you unintentionally transmit infor-
mation beyond your own network topol-
ogy to other networks. Using unprotected 
public and private network connections 
is unavoidable - the process takes place 
completely unnoticed. As a consequence, 
your data and information – independent 
of the application – are exposed to many 
uncontrollable information risks. However, 
you can eliminate these risks by directly in-
tegrating the IP VPN Encryption HC-7845 
Gigabit Version into your IT structure. It 
provides you with more than 2000 secure 
VPN tunnels which can be individually en-
crypted with independent keys. This means 
that your entire data traffi c is protected by 
IP encryption. The unit is designed to oper-
ate as a real “broadband backbone en-
cryption engine” in a triple-play environ-
ment (real-time voice/IP-telephony, video 
and data). It is very easy to operate thanks 
to the user-friendly, PC-based user inter-
face. Because of its very high transmis-
sion speed of 1 Gbit/s, your network is 
capable of securing the data traffi c over 
many types of networks. Secure point-to-
point connections are possible, as are star 



©
20

09
 –

 C
ry

pt
o 

A
G

 –
 D

S 
– 

H
C

-7
84

5 
– 

EN
/0

94
7 

– 
Su

bj
ec

t t
o 

ch
an

ge

Cryptography & Security

Algorithm

 HCA-480, customer-specifi c cipher algorithm
 Customer managed profi ling of algorithm by

 CMP with variety > 10506

 Mutual key agreement scheme for generation
 of short-term Communication Keys (CKs)
 Each encrypted tunnel uses independent 

 communication keys
 Built-in high-quality true random generator

Keys

 Customer-defi ned Master Communication
 Keys (MCKs, for CK generation) stored in
 tamper-proof security module
 Master communication keys and communica-

 tion keys with variety > 1038

Key management

 Manual key input via user interface
 Copy / backup of key and installation data

 by Security Data Carriers (SDCs)
 Offl ine with SMC-1100 IP VPN and SDC
 Online with SMC-1100 IP VPN

Tamper-proof design

 Role based access control
 Block function
 Emergency clear
 Tamper evidence
 Tamper detection & response (reset to ex-

 factory state)
 Metal housing with mechanical lock
 Built-in security module

IP VPN Systems

Services

Services supported

 Unicast IP VPN tunnels (tunnel mode)
 Multicast IP VPN tunnels (tunnel mode)
 Throughput near wire-speed on world-side 

 with 1500 byte IP packets
 > 2000 tunnels
 Star and/or mesh topologies
 Traffi c types: data/voice/video

Quality of service (QoS) support

 TOS/DSCP forwarding
 Confi guration of TOS/DSCP for key agree-

 ment
 Replay protection window size 64 packets

Home-side services

 DHCP server
 Static routing or RIP-II

World-side services

 DHCP client
 NAT support

Features

User interfaces
 Keypad
 LCD display
 Status LEDs

Payload (home/world) interfaces
 IEEE 802.3 Ethernet
 Transceiver SFP modules

 - Electrical RJ45, 10BASE-T/100BASE-TX/
   1000BASE-T 
 - or optical LC, 1000BASE-SX, -LX, -ZX

Management interfaces

 Local management (AUX) 10BASE-T/
 100BASE-TX, RJ45
 Diagnostics interface RS-232, RJ45
 Built-in smart card reader

Management

 Security Management Centre (SMC-1100)
 Local management via keypad and display
 Local management via browser based user 

 interface
 Remote management via ciphered browser 

 connection (RAD-1100)
 Remote software update
 Time Server Support (SNTP)
 Network Management System (NMS) 

 integration support (SNMPv1/Standard 
 MIB II)

Maintenance

 Built-in test equipment (BITE)

Power supply units & cooling

 Redundant hot pluggable PSU
 AC input, 100...240VAC/50...60Hz
 DC input, 48VDC, ± 25%
 Power consumption < 100W
 Redundant cooling with fans

Mechanical

 19˝ rack mounting/2 units high
 444 x 350 x 88 mm W/D/H
 Approx. 9.0 kg

Reliability

 Unit redundancy for an even higher avail-
ability

 MTBF: 100’000 hrs

Environmental data

 Operating temperature: 0 °C...+50 °C
 Storage temperature: -25 °C...+70 °C
 Humidity: 5%...95%, non-condensing

EMC / Safety

 EN 55022 class B/EN 55024
 EN 60950-1

Quality system / Conformity

 ISO 9001:2000
 CE (European conformity)

Accessories / options

 Security Management Centre SMC-1100 
 IP VPN
 Remote Access Device RAD-1100
 Security Data Carriers SDCs
 Electrical and optical transceiver SFPs

Crypto AG, P.O. Box 460, CH-6301 Zug, Switzerland, www.crypto.ch
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