
PDH Encryption
HC-8420 Fractional E1

PDH networks with up to 2 Mbps bandwidth and a choice of 30 data 

channels at 64 kbps are today a widely accepted standard on leased 

lines, microwaves or satellite links. They are greatly valued because of 

their reliability and cost-effectiveness. Thanks to multipoint-mode, they 

meet a great variety of different user requirements. At each point, indi-

vidual channels can be fl exibly added or dropped, which increases ef-

fi ciency and reduces costs. However, the security of the transported data 

against unauthorised intrusion must be guaranteed on every channel 

and for each application.

odic replacement of the keys takes place 
automatically without interrupting opera-
tions. Centralised offl ine and online secu-
rity management offers easy setup and up-
date of cryptographic parameters.

Key features

 Point-to-point and multipoint capable 
PDH Encryption units for direct integra-
tion in PDH networks

 Supports add-and-drop scenarios and 
delivers 100 % network performance 

 Plug-and-play operation

 Security is guaranteed both in point-to-
point and multipoint mode, and indepen-
dent of applications/services

 Each channel is encrypted individually 
with a separate key

 The channels can be confi gured indi-
vidually (plain/cipher) for maintenance 
or for temporary connections

 The highly secure, hardware-based 
encryption takes place with symmetric, 
secret algorithms profi led by your secu-
rity manager

 The comfortable computer-based 
central Security Management Centre 
(SMC-1100 Broadband) guarantees 
the highest degree of availability and 
effi ciency during operation

The elegant and effective solution for this 
security requirement is called PDH Encryp-
tion HC-8420 Fractional E1 by Crypto 
AG. It enables you to exploit the full multi-
point potential of the networks without tak-
ing a security risk, and without the network 
being in any way adversely affected. You 
start operating the units in an easy plug-
and-play style. Thanks to the integrated 
test options, service and maintenance are 
very simple and cost-effective. HC-8420 
Fractional E1 is point-to-multipoint and mul-
tipoint-to-multipoint-capable and guaran-
tees permanent data integrity and quality 
of service. 
Each of the up to 30 possible channels can 
be encrypted individually with a separate 
key – this gives you the option of system-
atically implementing secrecy splitting. The 
key exchange can take place automatical-
ly, without interrupting operations. Thanks 
to the modular design, you can enlarge or 
change the network topology at any time.
Encryption takes place in a separate, 
tamper-proof security module with symmet-
ric, secret algorithms profi led by you as the 
user. This prevents attacks, both by crypto-
graphic and mechanical means. The peri-
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Crypto AG, P.O. Box 460, CH-6301 Zug, Switzerland, www.crypto.ch

Cryptography & Security 

Algorithm

	 Customer-specific cipher algorithm HCA-480
	 Customer managed profiling of algorithm with 	

	 variety > 10506

	 Mutual key agreement scheme for generation 	
	 of short-term communication keys 
	 Built-in high quality true random generator
	 Self synchronising cipher mode

Keys

	 Customer-defined master communication keys 	
	 stored in tamper-proof security module
	 Master communication keys and communica-	

	 tion keys with variety > 1038

Key management

	 Manual key input via user interface
	 Copy/backup of keys and installation data 	

	 with Security Data Carriers (SDC)
	 Offline with SMC-1100 Broadband and SDC
	 Online with SMC-1100 Broadband

Tamper-proof design

	 Role based access control
	 Block function
	 Emergency clear
	 Tamper evidence
	 Tamper detection & response 

	 (reset to ex-factory state)
	 Metal housing with mechanical lock
	 Built-in security module

Features

User interfaces

	 Keypad
	 LCD display
	 Status LEDs

Payload (local/link) interfaces

	 G.703/G.704 E1 2 Mbps, n x 64 kbps
	 75 Ohm BNC or 120 Ohm RJ45 connector

Management interfaces
	 Management 100Base-TX/RJ45
	 Alarm relay RJ45
	 Diagnostics interface RS-232/RJ45
	 Built-in smart card reader

Management

	 Security Management Centre (SMC-1100)
	 Inband and out-of-band management via IP
	 Local management via keypad and display
	 Local management via browser based user 	

	 interface
	 Remote management via ciphered browser

	 connection (RAD-1100)
	 Remote software update
	 Time Server Support (SNTP)
	 NMS integration support 

	 (SNMPv1/Standard MIB II)

Performance

	 Throughput 100% wire speed

Maintenance

	 Built-in test equipment (BITE)
	 Transparent mode

Power supply units & cooling
	 Redundant PSU
	 AC input, 100…240VAC/50…60Hz
	 DC input, 48VDC, ± 25 %
	 Power consumption < 50W
	 Redundant cooling with 2 fans

Mechanical

	 19” rack mounting/1 unit high
	 444 mm × 206 mm × 44 mm W/D/H
	 3.4 kg

Reliability

	 MTBF: 100’000 hrs

Environmental data

	 Operating temperature: 0 °C…+50 °C
	 Storage temperature: -25 °C…+70 °C
	 Humidity: 5 %...95 %, non-condensing

EMC / Safety

	 EN 55022 class B/EN 55024
	 EN 60950-1/EN 60825-1 

Quality system / Conformity

	 ISO 9001:2000
	 CE (European conformity)

Accessories
	 Security Management Centre 

	 SMC-1100 Broadband
	 Remote Access Device RAD-1100
	 Security Data Carriers SDCs


